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Our Products
PA series
The sound amplification flag ship
 EXP8 The most versatile speaker, from individual use to line-array 

 SW18 EXP High performance 18’’ Subwoofer

 Full XLA High performance Full Range line array without additional subwoofers

 XLA2 New version of our Full Range line array: lighter with 50% extra power

OMNIONDA series
For omnidirectional coverage solutions
 SKY A new professional revolution, 360° aerial sound. Cealing or Tripod

 EARTH 360° in ground positions

VIBRATION series
 SILENT BEAT The “quiet” subwoofers

 ATTRACTION Invisible systems, full-range surface vibration

TOP.S series
Traditional self-powered sound systems
 S26 2x6” + 1”

 S36 3x6” + 1”

 S10 10” + 1”

 S12 12” + 1”

 S15 15” + 1”

 S318 18” + 12” + 1”

 S12W 12” subwoofer

 S15W 15” subwoofer

INSTALLATION series 
Passive speakers
 TRS10 10” + 1”

 TRS12 12” + 1”

 KIT10 10” + 1”

 KIT12 12” + 1”

INTERCOM

ACCESORIES
Microphone Stands
Magnetic Connectors
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We thank you for your interest in our brand, now please let us briefly explain why you should 
choose Triple Onda. 

Why TRIPLE ONDA?
Triple Onda was born in the 80s as an audio systems rental company, and from the very be-
ginning it was known as one of the first European businesses offering both sound and lighting 
solutions for events.  Now, Triple Onda focuses on designing and manufacturing innovative 
and non-conventional audio systems 

All of our systems’ components are built to measure, and chosen after a thorough selection 
process to assure a high-end quality

Unlike other manufacturers, Triple Onda designs and builds systems according to the needs 
and problems of the real-world that we have faced during all of our years in the show business 

This has brought new systems to life, previously non-existent in the market, that are unconven-
tional and meet specifications that other manufacturers simply cannot provide. 

Our systems are designed to be the most ergonomic, light-weight, and small in size while 
being easy to assemble with an unmatched quality. Self powered amps with the latest techno-
logy and very low consumption, and with components 100% protected with both limiters and 
power protectors that will safeguard the system against power surges or wrong connections. 
This allows us to give an outstanding 4-year warranty for all our self-powered products. 

Our systems are designed so that our customers can offer the highest sound quality while 
saving on installation time, staff, storage space and transportation. 

You are invited to discover our systems:

QUALITY AND INNOVATIONS 
Systems that are unic in the market due to their performance and absolute quality of sound.
Latest technology amplifiers with the lowest energy  consumption

EXPERIENCE AND ERGONOMICS
We build systems according to the show business’s real world needs. Ergonomic, lightweight, 
small, and as easy to install as possible. 
Save on installation time, staff, and transportation costs.

RELIABILITY AND DURABILITY
Components 100% protected with limiters and power protectors 
4-year warranty for all our self-powered products.
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Our philosophy
LESS is MORE!

LESS:   
 
Weight, volume and power consumption 
Equipment and components (wires, 
racks) 
Installation and removal staff 
Installation and removal times 
Set-up times (plug & play) 
Space saving in trucks 
Less rigging structure 
Investment 

MORE:
 
Sound quality
 Fidelity and acoustic coherence
 Regular coverage in all frequencies
Efficiency/Performance (SPL)
Flexibility (better adaptability)
Features and functionalities 
Ergonomics
More profit for the business
More warranty: 4 years, work & spares

Innovation and Awards
We have been featured at major sound exhibitions and conventions around the world: 
Europe (UK, Frankfurt, Spain,…) China (Beijing, Guangzhou, Shanghai), India, Malaysia, 
Dubai, AES’s.

 TRIPLE ONDA at PLASA INNOVATION GALLERY AWARDS
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Events
Concerts, Tours, Special Events, Permanent Installations…

Artists
Some of the Artist we covered over the years

Bruce Springsteen, Scorpions, Chick Corea, The Cult, John Cale, Herbie Hancock, Paul McCartney, Santana, Kenny G, Chuck 
Berry, George Benson, Neil Young, Miles Davis, Iron Maiden, Ray Charles, Manhattan Transfer, John Mayall, David Bowie, Keith 
Richards, Level 42, Gun, James Brown, Fannia All Stars, John Mclaughlin, Yellowjackets, Pat Metheny, B.B.King, Los Lobos, 
Milton Nacimiento, Elvis Costello, Celia Cruz, The Cranberries, Youssou N’Dour, Mano Negra, The Pretenders, Terence Trent 
D’ Arby, Tina Turner, Willy de Ville, David Sanborn, Jerry Lee Lewis, Michael Nyman, Stray Cats, P.J.Harvey, Joe Cocker, Peter 
Murphy, Radiohead, DJ Kentaro, David Guetta, DJ Alguersuari, Snoop Dogg, Laurent Garnier,  DJ Tiesto, Montserrat Caballé, 
Paco de Lucía, Julio Iglesias, Plácido Domingo, Camarón de la Isla, José Carreras, grupo APACHE, La Fura dels Baus 

TRIPLE ONDA TRIPLE ONDA
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The surprisingly tiny dimensions of this 
cabinet are one of its most remarkable 
features

TRIPLE ONDA
PASSION AND EXPERIENCE

MAKE US DIFFERENT

EXP8
QUALITY BEYOND LIMITS

15 Kg. / 529 oz

18 cm / 7 in

43
,5

 c
m

 / 
17

,1
 in

50,5 cm / 19,9 in

High efficiency ribbon transducers are mounted. The clarity and high fidelity of the middle range 
programs are amazing
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EXP8

HISTORY
Originally founded as a sound rental 
company, Triple Onda has come a long 
way and now uses their experience and 
expertise to create incredibly practical, high 
performance sound systems of their own. 
With more than 35 years experience, Triple 
Onda lives by the idea that ‘less is more’ and 
constantly strives to achieve the highest 
performance possible in compact sound 
systems.

EXP8:
Currently, the need and desire for simple, 
compact and versatile loudspeakers is greater 
than ever before. Therefore, we would like to 
introduce you to our latest model: the Triple 
Onda ‘EXP8’.

With the cabinet measuring in at only 50.5 
x 43.5 x 18cm, it is extraordinarily flat and 
weighs in at a mere 15kg, making The Triple 
Onda ‘EXP8’ the most compact system 
available in its category (two 8” speakers + 
two ribbons). Due to its inbuilt amplifiers and 
16 pre-set digital processor, it functions as a 
standalone system capable of fulfilling the 
needs of almost every professional scenario:

LINE ARRAY
SMALL PA

MEDIUM PA
STAGE MONITOR

SIDEFILL
FRONTFILL
DRUMFILL

INSTRUMENT AMP.
CLUB
DISCO

THEATRE
CINEMA

KARAOKE
CHURCHES

CONVENTION CENTERS
LIVE MUSIC

Due to the design of the ‘EXP8’ you are able 
to form an authentic line-array (using the 
attached rigging) with just two cabinets to 
extraordinary effect. Naturally, adding extra 
cabinets will increase the effect with excellent 
results.

SUMMING UP:
The ‘EXP8’ is the most compact, lightest 
and easiest to assemble speaker system on 
the market capable of offering such high 
performance. It can be used to great effect 
either alone or as part of a line-array. The 
impeccable and powerful high-quality sound 
is perfect for audiences and venues alike, ñ all 
while maintaining compliance with European 
noise pollution regulations.

EXP SW:
If you want a little more emphasis on your 
bass frequencies, you can add our EXP 
Subwoofer - capable of both stacking and 
hanging alongside the EXP8! The ‘EXP SW’ is 
optimised for between two and four ‘EXP8’ 
units.

The subwoofer is also capable of internally 
storing two ‘EXP8’ speaker systems for easy 
transportation and essential space saving 
while travelling.

THE FINER DETAILS:
The ‘EXP8’ loudspeaker is adorned with 
details such as a rigging system with 
magnetic pins (optional extra), large 
handgrips, protective rubber perimeter and 
an internal mounting plate with five angled 
positions.

Thoroughly tested both in laboratory condi-
tions and real world scenarios.

ONE SINGLE CABINET, 
MULTIPLE USES
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SPECIFICATIONS EXP8
Amplifier (AES) 2x500W

Input Sensitivity / Impedance 8dBu/20k0h

Maximum input level 20dBu

Mains Universal Switch Power Supply 85-265V / 45-65 Hz

Heavy duty musical program 0.7A

Standby Mode Consumption <5W

AD/DA Converters 24 bit- 48kHz

DSD Architecture 48 bit

Presets 16 presets for differents applications

User Adjustable delay line 118ms / 40 m

Maximum SPL (1m/continuous) 127 dB

Maximum SPL (1m/peak) 130 dB

Frequency Response (-10dB) 55Hz - 19kHz

Components:
LF-MF
HF

2x8’’ neodymium woofers (2,5’’ voice coil)
2x ribbons

Directivity (H, -6dB) 110º

Directivity (V) Depend Line Source curvature

Finish Multilayer birch plywood with high resistance black Polyurea coating

Grill 1.5mm steel with foam

Connectors

1xXLR input
1xXLR link
1xAC PowerCon input
1xAC PowerCon output

Ergonomics
Two handles
5 angulation position cabinet flange
Two perimetral rubber rings 

Dimensions (H x W x D) 435mm x 500mm x 180mm (without rigging)

Net Weight 15 kg

Accessories:
Rigging System
Rigging pins
Flying bar

Stainless Steel, powder-coated Black Painted
Stainless steel, security by Neodymium magnets
Small and foldable

EXP8

MONITOR INSTRUMENT AMPLIFIER SATELLITE + SWLINE ARRAY + SUBWOOFERS

Full-range, high quality and natural sound system. Very 
compact and surprisingly slim cabinet with inbuilt amplification 
and processor. Light and easy to transport - very fast to 
assemble. It has many possible uses. It can be used as a single 
or stacked unit. It has an extraordinary in line-array response.
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EXP8

TRIPOD MOUNTEDTRIPOD MOUNTED ARRAY

FLYING BAR TWO EXP8 UNITS FIT INSIDE
THE ‘EXP SW’ FOR TRANSPORTATION

ARRAY + SW HANGING



TRIPLE ONDA

EXP8

Here is a selection of the 
feedback we’ve received from 
hundreds of professionals:

Carlus Padrissa.
Director, La Fura dels Baus.
“... Not only the smallest and most beautiful 
loudspeakers I’ve ever seen, but above all, the 
most practical and best sounding I’ve ever 
heard”. 

Xavier López.
Manager of SOIART Recording Studio.
I always trust my first impressions and this 
sound system sounded amazing from the 
very beginning.
I think it´s a very versatile cabinet, suitable for 
any use.
It sounds great and clear from any distance.
I really like the fact that you can place it in a 
variety of different positions.
It’s a loudspeaker with an experienced and 
local brand behind it!

Pep Prat.
Sound Engineer. Peret tour.
A very multifunctional loudspeaker that 
stands out amongst competitor line array 
system configurations.
You can feel the additional harmonics as 
you add extra cabinets. The low frequency 
performance is incredible even without a 
subwoofer (although you can of course add 
it if you want!) I also love that there is no 
distortion, even at that the highest volumes.

Javier Lorenzo.
ATP Global.
When I first heard the new loudspeaker from 
Triple Onda, the ‘EXP8’, I thought it was 
fabulous! An audible illusion!
Every detail of the sound is so clearly defined. 
You can close your eyes and feel like you´re 
at a live gig!
High quality speakers, electronics and design. 
A multipurpose piece of equipment capable 
of anything.

Roger Garrido.
RCM Sound Engineer.
There isn´t even a need for the subwoofer. It 
has great, equal sound dispersion . Easy to 
assemble.

Jose Miguel Canella.
Acoustic Engineer.
The trial demonstrates that you have achieved 
a high fidelity loudspeaker in a very reduced 
size. It could be the market leader within 
months!

Toni Paredes (Girona) 
EDM DJ 
Awesome features, with versatility and an 
excellent sound quality. Nowadays it is very 
difficult to find such active cabinets.

Jurgen Muller (Germany)
Fura dels Baus Co-founder 
Listening to music is a brand new experience
I never heard such a clear and full sound. It 
highlights the human voice in a way that, 
even at 20 meters, it seems that the singer 
and the band are at arm reach. A wonderful 
experience. 

Cristophe Quemin (France).
International live music Booking Agent
I’ve never heard such clarity, precision and 
presence in such a small equipment. The 
acoustic response of the vocals is simply 
mindblowing and it feels like the singer is 
singing just for you.
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SPECIFICATIONS SW18 EXP
Amplifier (program power) 1000W Class D

Input sensitivity 2dBu-1V

Input impedance 20Kohm

Universal SMPS 85-265V/45-65Hz

SPL127DB continuous 130peak

DSP 48bit with factory presets

Adjustable delay line 118ms/40m

Frequency response (-10dB) 38Hz-90/100/110 Hz

Components 18” woofer, 4”long excursion voice coil, 2400W musical program

Directivity Omnidirectional

Finish Multilayer plywood CNC /high resistance bi-component black Polyurea coating

TRIPLE ONDA
PASSION AND EXPERIENCE

MAKE US DIFFERENT

SW18 EXP
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PASSION AND EXPERIENCE

MAKE US DIFFERENT

FULL XLA



INTEGRATION
All of the digital amplification and the digital processors are housed 
within the speakers boxes.

All of the system elements are controlled by computer (speaker by 
speaker).

The digital processors not only control the traditional parameters, 
but also they have been implemented on the Neoduction’s ‘VIRTUAL 
BOX PROCESSOR’, a new system that extends the dynamic range, 
transitory response, intelligibility and lowest/highest frequencies 
diffusion beyond the actual limits.

PHILOSOPHY
Triple Onda has developed a revolutionary audio system with the 
best results on pressure, quality, output, longitude and a uniform 
dispersion of sound.

Another big difference between FULL XLA and the other line array 
systems available is that, from the beginning, it has been designed 
by professionals with a high degree of experience in live sound 
reproduction for indoor and open-air shows and festivals.

CONCLUSIONS
Triple Onda has established a new concept of designing and 
producing sound systems as well as upgrading pre-existing 
systems to market level. We have broken the conventional rules 
with our concepts. There are no other acoustic systems which have 
incorporated as many features as we have in the same cabinet.

For many of the previous mentioned reasons, alongside the 
craftsmanship behind the FULL XLA, we can say with confidence 
that we are market leaders in what we do. Our advanced systems 
mark an evolutionary step in the concept of line array speakers.
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FULL XLA

FULL XLA
With this new audio system, we 
achieve a complete integration 
for the first time in a line array 
audio system.

The FULL RANGE LINE ARRAY 
XLA  produces sound from a 
unique source of radiation, so it is 
not necessary to connect external 
subwoofers.

It powered by digital speaker 
processors under wireless remote 
control from a  computer.

The FULL XLA is a future system 
made a reality, a new line array 
generation.

NEW DEVELOPMENTS
It has a unique format module.

The XLA doesn’t need 
complementary subwoofers 
added to the line array 
distribution, they are 
incorporated within so that the 
sound is generated to  form 
a unique source of radiation 
between 35 and 18.000Hz. This 
is the first time the subwoofers 
are diffused with the rest of the 
frequencies at the same time, 
from the same source, achieving 
an even diffusion for all the 
frequencies everywhere.

MECHANICS
Cabinets are very compact and 
light but extremely strong. They 
have been designed for easy 
handling, transport, stacking 
and rigging etc. Triple Onda 
has reduced the weight and the 
space of line array systems. We 
have reduced the volume up to 
50% while still getting the same 
output compared to the other 
sound systems on the market.

The XLA is a medium format 
piece of equipment, which can 
only be compared to large format 
equipment in quality and power.  
All of its elements are made of 
latest generation neodymium.

Technology
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FULL XLA

TRIPLE ONDA has designed and patented the best PA system for: the 
audience, the technical staff and the business

The FULL XLA V2 system is the result of more 
than 35 years of research in the manufacturing 
of PA systems and multiple benchmarking 
processes regarding the application of current 

regulations on noise pollution. We are proud 
to claim that we have developed an optimal 
audio system for technical teams, audiences and 
buying companies alike.

WHY IS FULL XLA THE BEST PA SYSTEM?

Because it is the most 
practical for TECHNICAL 
STAFF

More ergonomic. 
Reduced volume and weight, therefore, less physical effort is required.
Easy to install. 
3 or 4 cabinet system.
Reduced set-up time (Plug & play system)
Rigging - Light and easy to install structure.

Designed by the same 
technicians who use it, 
based on their long-time 
experience.

A single ”ALL AERIAL” module format.
No additional sub-woofers needed.
Fully auto-amplified speakers, no separate power amplifier need.
Built-in digital processor.
The VirtualBox is a built-in signal processor (DSP) that allows saving 
custom equalizations.

Because it is the most 
optimal for the AUDIENCE

Smoother dispersion.
Sound is generated by a single radiation source, so sub-bass 
frequencies are evenly spreaded along with the rest of the 
frequencies. FULL XLA generates an even frequency pressure 
everywhere in the venue.

It is the most ear-friendly 
system. Pressure, volume 
and sound dispersion are 
under control in order to 
minimize damage risk.

Better sound quality.
The listener enjoys the superb  quality of the equipment everywhere 
in the venue, and always with a perfect frequency balance.

REGULATIONS. This is the most compliant PA system to current regu-
lations on noise pollution.
Our system is less hazardous to the listener’s ears than conventional 
systems (which wouldn’t be in the market if regulations were correctly 
applied.)
The Full XLA sound is perceived by the audience with minimal sound 
differences at different distances, without excessive pressure levels for 
attendants close to the speakers.

Because it is the most 
cost-effective for the 
BUSINESS

More features.
Better sound quality.
More effectiveness in fidelity, coherence, coverage,  dispersion…

A reduced investment for a 
higher profit 

Less power consumption. 
Easy to carry and install.
Less truck volume and installing staff required.

Lower investment.
Less truck volume and installation staff required.
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FULL XLA

Full Range Line Array

FREQUENCY RESPONSE
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TECHNICAL FEATURES
TWO-WAY SYSTEM

Frequency Range 30Hz - 18KHz

Maximum Peak SPL 140dB @ 1 meter

Coverage
Cardioid response pattern. >90° Horizontal(*)
(*)In order to obtain a fullarray system, 
the high-frequency dispersion is narrow

Rigging system adjust The rigging system allows these angles: 0°, 1°, 2.5°, 3.5°, 5°

Low/Mid Frequency Two 12", 4"voice coil neodymium loudspeakers

High Frequency 3 units: 1" exit, 1.75" diaphragm compression drivers

Amplifier power 3100W AES

Automatic Voltage Selection 165 -264 V AC; 50 / 60 Hz

Audio connector Main Female XLR 3 input with male XLR 3 link output

AC connector Powercom input and output

Dimensiona 1170mm (W) x 320mm (H) x 570mm (D) / 67” x 16.6” x 22.42”

Weight 70kg / 154.32 lb

FULL XLA
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 XLA2

XLA2

After having developed the XLA for several 
years and having used it with extraordinary 
results, we have developed a new version: 
XLA2,  a lighter system, more compact, with a 
higher performance.

Power has increased by more than 50% and 
each module incorporates a state-of-the-art 
processor.

The rigging system has also been 
refined with a very practical 
system that automatically 
positions itself at the selected 
angle when it is lifted.
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 XLA2

Full Range Line Array
Line Array for big and medium events. The highest 
quality.

Precision acoustic engineering design.
Subwoofer frequencies integrated in the Line 
Array unique box.
Bi-autoamplified.
Built-in highest quality DSP, multiple presets, 
remote or wired individual control.

Custom neodimyum components.
Light and compact desing.
>250V overvoltage protection.

The best ergonomic and unparalleled solidity and 
reliability for tourin

SPECS
Frequency Response (-10dB) 30Hz - 18KHz

SPL (1 m) 140 dB (Peak 144 dB)

Input Sensitivity 8dBu – 1,94 V

High Frequency 3x1,4” Titanium Diaphragm, Neodymium Magnet Compression Driver

Low Frequency 2x12” Neodymium Woofers (4” Voice Coil)

AD/DA Converters 24 Bits-48kHz- SNR>112 dB

Average Current Draw 3A (Heavy Duty Musical Program

Directivity (HxV) 90°x10°

Rigging system adjust 0° / 1° / 2,5° / 3,5° /  5° / 6° / 7°. Easy positioning system

Box Construction Multilayer Baltic Birch Plywood

Connectors 1xXRL3 Input / 1xXLR3Link / 1x AC PowerCon Imput / 1x AC PowerCon Link / 
1xEtherCon RJ45 IN / 1x EtherCon Link

Amplifier 5000 W. Program power. 1000W+1000W (LF AES) 500W (HF AES)

Mains Universal Switch Mode 
Power Supply 85-265V/45-65Hz. Overvoltage Protection

Input Impedance 20 KOhms Balanced

Audio connector Main Female XLR 3 input with male XLR 3 link output

Dimensions (HxWxD) 350x1170x570 mm. / 13.78x46x22,44 Inches

Presets

HPF 60 Flat / HPF 60 Nearfield / HPF 60 Long-Throw

HPF 80 Flat / HPF 80 Nearfield / HPF 80 Long-Throw

Plus 25 Configurable User Memories

Built-In DSP 64 Bit Processing unit. Includes Factory Presets

Weight 59.85 Kg. / 132 Lb.

Grille 2mm. steel with Internal Black Micro-Foam

Accesories

Trolley (And Stacking Feeds

Bumper

Protection Cover

Wireless Communication Kit
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OMNIONDA
SERIES

TRIPLE ONDA
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As a result of the hard research to escape from the 
conventional, the first omnidirectional professional 
PA system of the world is born! Covering 360° and 
with over 15 meters of intense sound, it is the ideal 
system to reinforce sound in large venues, both 
indoor and outdoor. You can find this series in the 
ceiling mounted version OMNIONDA SKY, and the 
ground mounted version OMNIONDA EARTH, which, 
together with the endless finishing possibilities they 
employ, make them a more than interesting design 
tool. The versatility of the system allows you to use it 
for as many applications as your mind can imagine, 
and will make you rethink the way you design sound 
reinforcement with its 360° coverage.

The power of the system’s professional sound with 
silk highs and strong bass, and its extraordinary 
quality, together with its omnidirectional diffusion, 
invite you to listen to its sound for hours, creating and 
experiencing new ambiences in places where these 
sensations probably couldn’t have been experienced 
before.
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TRIPLE ONDA
PASSION AND EXPERIENCE

MAKE US DIFFERENT

SKY

 TRIPOD MOUNTED CEiLING MOUNTED 
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The omnidirectional system by Triple Onda opens a brand new era of professional sound for endless 
applications. Sound coming from the ceiling to the audience, delivered in a uniform and omnidirectional 
way, wraps the listener with a direct sound, clear and well defined while not aggressive, and lets the 
performer speak and sing under the loudspeakers without feedback noise.

It is ideal to for sound reproduction in high-reverb venues with difficult intelligibility, such as churches, 
sport halls, malls, train stations, airports, etc.

In a karaoke, a concert hall, a banquet hall or a disco, it is a high quality innovative solution. As 
there is no feedback, it allows for perfect listening for both artists and audience members, making it 
unnecessary to use stage monitors.

In cinemas, theatres and multipurpose rooms, it will soon be an irreplaceable solution.

When two or more enclosures are installed, the feeling inside that sound space is unrivalled. Having that 
sound over our heads, one can easily guess which effects can be created. It is very easy to get used to 
listen to that clear “proximity sound” even in large areas.

The sky cabinets can be installed overhead, or as a portable system on a tripod or another elevation 
device. It is a very useful system for rental companies.

SKY
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TRIPLE ONDA
PASSION AND EXPERIENCE

MAKE US DIFFERENT

EARTH

The EARTH version of the OMNIONDA series is placed on the ground or elevated on 
podiums.

They can be used as a permanent installation, but they were designed with 
portability in mind.

Very suitable to add a sound atmosphere in event rooms and summer terraces, it is 
very discreet and it delivers a crystal-clear uniformly distributed sound.

It can be used on stages to reproduce sound for both the artists and the audience.

Distributed in areas of several loudspeakers, they create the magical ambience of 
the omnidirectional sound.
 
Two EARTH devices can be stacked, to reinforce sound in a particular spot.
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EARTH

EARTHSKY

SKY

OMNIONDA SPECIFICATIONS

Freq. Range. 55 Hz- 18 KHz. (Depending on the kind of music played, it is recom-
mended to add a very subtle subwoofer effect).

Horz. Coverage: 360°

Vert. Coverage: 60° Nominal

Maximum SPL: 127 dB@ 1 mtr.(3.3ft)

LF-MF Driver: 12”, 3” voice coil, Neodymium magnet.

HF Driver 1” exit, 1,75” titanium diaphragm. Neodymium.

Amplifier Power LF 375 W AES Class D Amplifier

Amplifier Power HF 125 W AES Class D Amplifier

Total outputs amplifiers 1000 W @ 4 Ohms

Input sensitivity 8 dBu - 1.94V

Maximum input level 20dBu

Mains Universal Switch Mode PS 85-285 V/45-65 Hz

Average current draw 0.7A (Heavy duty musical program) 

Built-in DSP 48 bit processing includes factory presets

AD/DA converters 24 bit - 48 KHz

Standby mode consumption <5 W

Adjustable Delay line 118 MS/ 40 m.

Connectors 1xXLR input link 1xXLR output

Finish Multi-layer birch plywood with high resistant black Polyurea coating

Dimensions (AIR) 435 mm x 475 x 475 (HxWxD) (17.75”x22.5”x22.5”)

Dimensions (EARTH) 580 mm x 460 x 460 (HxWxD) (22.83”x 18.11”x18.11”)

Weight (AIR) 18.700 Kg. (41.20 lb)

Weight (EARTH) 22.300 Kg. (49.16 lb)
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All of our EXP and OMNIONDA series systems are self-powered 
and work with the same processor and amplification module, with 
different presets for each one.

This module can be removed and placed on an aluminum plate 
adapted to be mounted on a 19” rack, using three rack unit spaces in 
height, and has speaker outputs with Speakon connectors.

We also supply board covers to hide the space left in the loudspeaker 
when removing the processor-amp. These covers include the speakon 
connector.

Changing the cover is as simple as removing 10 screws.

In the rack, all of the connectors are on the front side, so in a two-
side rack, modules can be mounted in the front and in the back, given 
their low weight and volume.

In case you are going to use the system for a fixed installation and 
you want to have access to the amplifier and your DSP, you can 
choose this easy option.

The FULL XLA system has the same option but the board uses 4 rack 
units.

Amplification
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Transmission of low frequencies through vibration. 
A useful tool to be used against problems of noise

pollution. The audience feels the Subs, the neighbours don’t

TRIPLE ONDA
PASSION AND EXPERIENCE

MAKE US DIFFERENT

SILENT BEAT 

Once again, fighting against the conventionality of sound reinforcement, Triple Onda launches this 
innovative system that replaces the huge acoustic pressure caused by subwoofers with vibrations 
coming from these platforms.

As with other systems, Triple Onda offers a wide range of finishes for this model, which makes it 
another design tool of for a hall needing sound reinforcement while simultaneously preventing the 
symptoms of noise pollution such as 
hearing fatigue and deafness caused 
by exposure to high sound levels for 
long periods of time.

With this system, Triple Onda solves 
the common problems between 
neighbors and nightclubs caused by 
excessive low frequency ranges.

Among its many applications, it can 
be used as an effect and/or part 
of the sound in cinemas, arcades, 
virtual reality simulators, pubs, 
discos, and any sound installation.
It is presented in modules 
measuring 1x1 or 2x1 meters for 
temporary installations and demos, 
or in customized modules for the 
application required by the client.
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The system is sold with its separate amplifier 
which already incorporates its DSP. With one of 
these amps (that can be rack-mounted) we can 
amplify up to 12 square meters.

FEEL

THE

BEAT

SILENT BEAT



TRIPLE ONDA

Turn any surface into a speaker

TRIPLE ONDA
PASSION AND EXPERIENCE

MAKE US DIFFERENT

ATTRACTION

This new model allows us to transform 
any surface into a speaker. Designed to 
be used both indoor and outdoor, this 
series redefines advertising methods by 
allowing the advertiser to interact directly 
with the buyer, such as using a window 
as a claim for potential customers. As it is 
such an innovative product, it can be given 
as many applications as our mind can 
imagine, from sound reproduction through 
floors and ceilings of shops, to sound 
reproduction through hotel room walls, 
terraces, boat decks, interior design, etc.
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ATTRACTION

THE

PHANTOM

SPEAKER
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TOP.S

S26
TECHNICAL FEATURES

S26 A ACTIVE S26 P PASSIVE

Amplifier 200 +30 W

Power (musical program) 400 W

Input sensitivity 8 dBu 95 dB (1W / 1m)

Impedance 20 kΩ 16 Ω - 8 Ω under request

Maximum input level 20dBu

Mains Universal Switching Power
Supply 85-265V/45-65 Hz

Average current draw (1/3 full power) 0.3 A

Standby mode consumption < 5 W

Analog converters 24 bit - 48 kHz

DSP Architecture 48 bit

Adjustable Delay line 118 ms / 40 m

Maximum SPL (1m/continous) 118 dB

Frequency response (-10 dB) 65 Hz - 20 kHz 70 Hz - 20 kHz

Components
LF-MH 2 x 6” Neodymium woofers

HF  1” Neodymium titanium diaphragm tweeter

Directivity (HxV) 90° x 90°

Net weight 9,5 kg 8,7 kg
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S36
TECHNICAL FEATURES

Amplifier (program power) 500 W + 100 W – Class D bi-amplified

Input sensitivity 8 dBu – 1.94 V

Input Impedance 20 kΩ balanced

Mains Universal switch mode Power Supply 85-265 V / 45-65 Hz

Average current draw 0.7 A (Heavy duty musical program)

SPL (1m) 123 dB continuous, 126 dB peak

Built-in DSP 48 bit

AD/DA converters

Presets FLAT / NEARFIELD / LONGTHROW / SPEECH / XOVER

Standby mode consumption < 5 W

Adjustable delay line 118 ms / 40m

Frequency response (-10 dB) 53 Hz – 19 kHz

Components LF – MF
3x 6” neodymium woofers with carbon fiber cone (1.5” 
voice coil)

HF 1.4” PETP diaphragm compression driver

Directivity (HxV) 50° to 100° x 55°

Weight 17 kg

Dimensions (HxWxD) 875 x 250 x 258 mm

Finish
Multilayer birch plywood with high resistant black Polyu-
rea® coating

Grille 1.5 mm steel with black acoustic mesh

Connectors
1x XLR input / 1x XLR link / 1x AC PowerCon input / 1x AC 
PowerCon link
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TECHNICAL FEATURES
S10 A ACTIVE S10 P PASSIVE

Amplifier 600 +100 W

Power (musical program) 400 W

Input sensitivity 8 dBu 97 dB (1W / 1m)

Impedance 20 kΩ 8 Ω

Maximum input level 20dBu

Mains
Universal Switching Power
Supply 85-265V/45-65 Hz

Average current draw (1/3 full power) 0.7 A

Standby mode consumption < 5 W

Analog converters 24 bit - 48 kHz

DSP Architecture 48 bit

Adjustable Delay line 118 ms / 40 m

Maximum SPL (1m/continous) 125 dB

Frequency response (-10 dB) 50 Hz - 18 kHz 52 Hz - 18 kHz

Components
LF-MH 10” Neodymium woofers 10” woofer

HF  1,4” PETP diaphragm driver 1,4” PETP diaphragm driver

Directivity (HxV) 50° to 100° x 55°

Net weight 14,6 kg 16,3 kg

FREQUENCY RESPONSE
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S12
TECHNICAL FEATURES

S12 A ACTIVE S12 P PASSIVE

Amplifier 600 + 100 W

Power (musical program) 500 W

Input sensitivity 8 dBu 97 dB (1W / 1m)

Impedance 20 kΩ 8 Ω

Maximum input level 20dBu

Mains Universal Switching Power
Supply 85-265V/45-65 Hz

Average current draw (1/3 full power) 0.7 A

Standby mode consumption < 5 W

Analog converters 24 bit - 48 kHz

DSP Architecture 48 bit

Adjustable Delay line 118 ms / 40 m

Maximum SPL (1m/continous) 125 dB

Frequency response (-10 dB) 48 Hz - 19 kHz 48 Hz - 19 kHz

Components
LF-MH 12” woofers

HF  1,75” PETP diaphragm driver neodymium 
driver

Directivity (HxV) 50° to 100° x 55°

Net weight 22,7 kg 21,7 kg
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S15
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TECHNICAL FEATURES
S15 A ACTIVE S15 P PASSIVE

Amplifier 600 +100 W

Power (musical program) 800 W

Input sensitivity 8 dBu 99 dB (1W / 1m)

Impedance 20 kΩ 8 Ω

Maximum input level 20 dBu

Mains Universal Switching Power
Supply 85-265V/45-65 Hz

Average current draw (1/3 full power) 0.7 A

Standby mode consumption < 5 W

Analog converters 24 bit - 48 kHz

DSP Architecture 48 bit

Adjustable Delay line 118 ms / 40 m

Maximum SPL (1m/continous) 127 dB

Frequency response (-10 dB) 45 Hz - 19 kHz 45 Hz - 19 kHz

Components
LF-MH 15” Woofers

HF  1,75” PETP diaphragm neodymium 
driver

Directivity (HxV) 50° to 100° x 55°

Net weight 22,7 kg 26,2 kg
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S318
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TECHNICAL FEATURES
S318 A ACTIVE

Amplifier 2400 + 600 W

Input sensitivity 8 dBu

Impedance 20 kΩ

Maximum input level 20 dBu

Mains Universal Switching Power Supply 
85-265V / 45-65 Hz

Average current draw (1/3 full 
power)

3,9 A

Standby mode consumption < 5 W

Analog converters 24 bit - 48 kHz

DSP Architecture 48 bit

Adjustable Delay line 118 ms / 40 m

Maximum SPL (1m/continous) 132 dB

Frequency response (-10 dB) 35 Hz - 19 kHz

Components

LF 18” Neodymium woofers (42 v.c.)

MF 2” Neodymium woofers

HF 1,75” PETP film diaphragm driver

Directivity (HxV) 50° to 100° x 55°

Net weight 59 kg

TOP.S
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TOP.S

S12W
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TECHNICAL FEATURES
Amplifier (program power) 1000 W – Class D

Input sensitivity 2 dBu – 1 V

Input Impedance 20 KΩ Balanced

Maximum input level 20 dBu

Mains Universal switch mode Power Supply 85-265 V / 45-65 Hz

Average current draw 0.8 A (Heavy duty musical program)

SPL (1m) 125 dB continuous, 128 dB peak

Built-in DSP 48 bit

Presets
XOPOLE / LPF90 / LPF90+3 / LPF100 / LPF100+3 / 
LPF110 / LPF110+3/ LPF120 / LPF120+3

AD/DA converters 24 bit – 48 kHz

Standby mode consumption < 5 W

Adjustable Delay line 118 ms / 40 m

Frequency response (-10 dB) 38 Hz – 90/100/110/120 Hz

Components:            LF 12” woofer (3” voice coil)

Directivity (HxV) omnidirectional

Dimensions (HxWxD) 387 x 520 x 530 mm

Weight 25.6 kg

Finish Multilayer plywood
Optimized front steel grille with foam
High resistant bi-component black Polyurea coating

HORIZONTAL & VERTICAL COVERAGE, 0°
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S15W
TECHNICAL FEATURES

S15 WA ACTIVE S15 WP PASSIVE

Amplifier 1000 W

Power (musical program) 800 W

Input sensitivity 5 dBu 98 dB (1W / 1m)

Impedance 20 kΩ 8 Ω

Maximum input level 20 dBu

Mains Universal Switching Power Supply 85-265V/45-65 Hz

Average current draw (1/3 full power) 1 A

Standby mode consumption < 5 W

Analog converters 24 bit - 48 kHz

DSP Architecture 48 bit

Adjustable Delay line 118 ms / 40 m

Maximum SPL (1m/continous) 127 dB

Frequency response (-10 dB) 36 Hz - 90/100/120 kHz 38 Hz - 200 kHz*

Components                          LF-MH 15” Woofers (3’ v.c.)

Directivity (HxV) Omnidirectional

Net weight 37,6 kg 35,5 kg

FREQUENCY RESPONSE
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INSTALLATION

KIT10/TRS10

TECHNICAL FEATURES
Model KIT10 TRS10
Crossover Model 2-way full range 2-way full range

Power Handling 350W 350W

Nominal Impedance 8 ohms 8 ohms

Frequency Response 60 Hz - 19 KHz 60 Hz - 19 KHz

Sensitivity 101 dB 101 dB

Low Frequency 10’’x1 10’’x1

High Frequency 1,5’’x1 1,5’’x1

Enclosure Material 18 mm MDF 18 mm MDF

Finish White rough spraying paint White rough spraying paint

Grille Black iron net Black iron net

(WxDxH) 310x330x535 mm 310x330x535 mm

Weight 16 kgs 16 kgs

Passive speakers
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KIT12/TRS12
Passive speakers

TECHNICAL FEATURES
Model KIT12 TRS12
Crossover Model 2-way full range 2-way full range

Power Handling 400W 500W

Nominal Impedance 8 ohms 8 ohms

Frequency Response 60 Hz - 19 KHz 60 Hz - 19 KHz

Sensitivity 101 dB 101 dB

Low Frequency 12’’x1 12’’x1

High Frequency 1.75’’x1 1.75’’x1

Enclosure Material 18 mm MDF 18 mm MDF

Finish White rough spraying paint White rough spraying paint

Grille Black iron net Black iron net

(WxDxH) 360x410x610 mm 360x420x610 mm

Weight 24 kgs 26 kgs

INSTALLATION
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INTERCOM DIGITAL

Hybrid wired and 
Wireless full duplex 
intercom for up to 
12 users.

The AT-HYBRIND-INT Is a hybrid full duplex system 
that features both hard-wired headsets and wireless 
capability built into the same device. The series expands 
the capacity of the standard eight person WICOM system 
through the addition of up to four AT-MXS wired headsets 
that plug into AT-HYBRID-INT.

Push CONFERENCE Button (Button 
is Illuminated), Both Channels, 

Linking all Wireless Headsets 4+4 
Users and 4 Wired Users.

Headset AT-SIN wireless AT-MXS Wired Headset

OPTIONAL BELTPACKS-SMALL BUT POWERFUL
Weighing just 70g, the AT-PFD beltpack packs 
a powerful punch. Your crew will hear your 
directions from anywhere.

NO BELTPACK REQUIRED
WICOM SERIES “All-In-One” Series duplex headsets 
features miniaturized wireless circuitry and antenna 
built into the earpiece. This provides ease of opera-
tion as well as outstanding full duplex communica-
tions.
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WIRTWIN INTERCOM 2 CHANNEL REMOTE STATION
Two channel rackmount remote system to talk and/or 
listen to operations on one single channel or two channels 
simultaneously. The system is powered by an intercom line.

— Two independent channels for communication.

— Separate dual channels are provided with independent 
 TALK and LISTEN options.

— This unit incoporates an internal, worldwide voltage
 operation power supply that powers the entire system.

— Compatible with most popular belt packs. WSIN. All-in-one wired headphones 
(No belt-pack required)

AT-WIWI-INT is a module interface to be connected between the WICOM 
system and the most popular cable intercom systems. 
— Software control interface.

— Two connectors. One for the Digital series and another for the most popular
  systems of cable intercoms. (Clear Com, Telex, RTS, HME, Etc)

— No extra power required. It is powered by the intercom cable connector.

INTERCOM ANALOGIC
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COMPATIBLE with the most popular cable intercom systems  
(Clear Com, Telex, RTS, HME, Etc)

INTERCOM CONNECT

DIAGRAM CONNECTION
between the wireless station 

and a wired station

PARTY LINE “X” USERS IN FULL DUPLEX8 WIRELES USERS IN FULL-DUPLEX
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MIC STANDS

Foldable aluminum microphone stands are very lightweight, making them the easiest to as-
semble and maneuver in the world. They can work indefinitely without losing their defining 
characteristics.

Its unique design with many deployment positions enable the same mic stand to be used as 
four different models:

— Short straight stand 
— Short stand with gooseneck boom
— Tall straight stand
— Tall stand with gooseneck boom

When not in use, the gooseneck
is stored inside the other tubes.

A single mic stand can cover all
the needs of a rider. 

They do not use a single removable
screw. As no screw is used to 
adjust heights or inclinations, no screw can be lost.

— To graduate its height, the stand features two comfortable mechanisms with an inner
 spring that are operated with a smooth quarter turn and when released, leave the
 microphone stand automatically fixed to the new position.

— The gooseneck adjusts effortlessly, staying in any position thanks to an ingenious clutch
 system that leaves the preferred pressure permanently adjusted by an Allen screw.

— The three base legs are fixed to the upright tube by means of a pressure lever similar
 to that used to adjust bicycles.

In short, it is not necessary to use force when
tightening nuts and screws in order to leave
the feet tightly mounted in the required
position.
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MAGNETIC CONNECTORS

Magnetic neodymium connectors that solve the problems of adapters that technicians have in 
live concerts and recording studios.

These terminals feature a wide range of connectors that communicate with each other using 
magnets, making perfect contact just by placing them together.

They come in two options:

A quality cable with two magnet terminals.

Both terminals together and internally 
connected.

One of the most grateful features during the 
quick work on stage is that they connect and 
disconnect without noise.

The terminals are very difficult to disconnect 
by pulling them apart, but they are easily 
disconnected by bending them at the magnet 
connection point. This is a great advantage 
for the speed of assembly while also avoiding 
accidents caused by treading the cables with 
guitars, amplifiers and other instruments during 
live shows.

Available adapters:

— XLR3 Female

— XLR3 Male

— Jack Male Stereo

— Jack Male Mono

— Mini-Jack Male Stereo

— Mini-Jack Male Mono

— Double RCA Males

— USB Adapter



MADE IN EUROPEAN UNION (SPAIN)
info@tripleonda.com
www.tripleonda.com
(+34) 93 741 28 28

TRIPLE ONDA


